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Inspection Conclusion

LY

Name of Goods:

Rechargeable LiFePO4 Battery: YT26650F

USRS T FEREIR kA . YT26650F
Battery Type: Lithium lon Battery
Battery Information | HEhZAL: BB
MRS Type/ Mode:
YT26650F, 12.8V, 6400mAh, 81.92Wh
RS R -
Package’s Mass: Equipment’s Qty.:
Package . o 9.30kg e /
_ 23 B AR
Information:
e Batteries’ Mass: Batteries’ Qty.:
(EEIESE o 8.35kg . 12pcs
LES(ERE S R A
Applicant:
PP oo Techno-Innov
ZHEHAL
Applicant Address: . )
e 42 impasse de la Combe du Bois, 01150 Blyes, France
AV LA
Factory: Spard New Energy Co., Ltd
A7 A Hh T SR RE VR A PR 28 =
One of the workshops at No.10, Yuyi Road, South China modern traditional chinese
Factory Address: . ) ; . .
I medicine City, Nanlang Town, Zhongshan City, Guangdong Province, China
A A -

Al i R AR R DR ER 2G9N T R 10 5 FiZ

Inspection Standard:

IMO International Maritime Dangerous Goods Code (39-18 Edition)

Ko br R0 24 (I Brifgaz fa B B2 A 0. (39-18 hiv)
Receipt Date: Completion Date:
B 2021.06.03 . 2021.06.23
Fez H W SR
Effective Date:
N 2021.07.19 — 2021.12.31
1. Hazards identification/f& % 5 12 5
None/7t
2. Operational mode according to IMO IMDG Code/#% IMO IMDG #1773\
) According to special provision 188, the goods arg
Inspection N B _
, MR REER AT 188, %W IMO IMDG
Conclusion: 3. Packi . R
. Packing requirements K

R a6 9 red o

The goods are packaged according to the @38

A A T SR AL A R

frde L .

Comment: )
ik
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IMO International Maritime Dangerous Goods Code (39-18 Edition)
ity S 427 (1 Brifgas fe s B2 ) (39-18 hi)

Clause |

Requirements

Result

Verdict

Special Provision 188 #¥5kilE 188

P

For a lithium metal or lithium alloy cell, the lithium content
is not more than 1g;

X T R B O e L, B EA A DU 1g:

N/A

188-1)

For a lithium ion cell, the watt-hour rating is not more
than 20Wh;
Sof T4 B 7SS, BLESH AN AT LU 20Wh.

N/A

For a lithium metal or lithium alloy battery, the aggregate
lithium content is not more than 2g;

TR & i, B EA DU 29;

N/A

188-2)

For a lithium ion batteries, the watt-hour rating is not
more than 100Wh. Lithium ion batteries subject to this
provision shall be marked with the watt-hour rating on the
outside case, except those manufactured before 1
January 2009;

X T, DU O T LGB S 100Wh. Bk 2009 4
1 HETA BRI LA, B B 5 R R Ah Fe i 2
P b FOR 5

81.92Wh

Each cell or battery meets the provision as below;
FEA™ B A DL K

Met the provision

i 2 ZOR

—2.9.4.1
R T R 3 0

Report No./#k %5 % 5 -
SBXNY20210602U01

188-3)

—2.9.45
R A [ ST A

Met the provision

i A2 EOR

—2.9.46
T e i P A AT 4 L A A S L R 1) R

Not applicable
A&

N/A

—2.9.4.7
% T L PR R 2

Report No./{} 5 % 5
SBXNY20210602UG01

188-4)

Cells and batteries, except when installed in equipment,
shall be packed in inner packagings that completely
enclose the cell and battery. Cell and batteries shall be
protected so as to prevent short circuits. This includes
protection against contact with electrically conductive
material within the same packaging that could lead to a
short circuit.

Ik 22 2R E V% FEL %) R AR Rt 7 A PR 0, 2 o R AR B L Tt o
TF, AR FEORT L BB R R O AP, X AR O 5 3 F A
BHEARER — @A, wRES P B .

The inner packagings shall be packed in strong outer
packagings which conform to the provisions of 4.1.1.1,
41.1.2,and 4.1.1.5.

LR RN A AR I Y AR (2 4.1.1.1, 4.1.1.2
1 4.1.1.5 Z3KHD.

Equivalent protection
existed

C A HH 2 B 44 it
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Clause | Requirements | Result | Verdict

Cells and batteries when installed in equipment shall be
protected from damage and short circuit, and the
equipment shall be equipped with an effective means of
preventing accidental activation.
P A R 2 2 1A P I TE S FR R AN I v, DL R iR
I 25 7 b =AM IR Sl A BT B
This requirement does not apply to devices which are
intentionally active in transport (radio frequency
identification (RFID) transmitters, watches, sensors, etc.)
and which are not capable of generating a dangerous
evolution of heat.
188-5) | AZRAEH TR A BN Ehizimbcs CRE&MHiRm |/ N/A
(RFID) RS0, T3, (RREEG5), XREARER™E—
AN S K R PR AL
When batteries are installed in equipment, the equipment
shall be packed in strong outer packagings constructed
of suitable material of adequate strength and design in
relation to the packaging’s capacity and its intended use
unless the battery is afforded equivalent protection by the
equipment in which it is contained;
LB R, IR N AR R A A B 2
% i B RAH N B3 ) S B IR B @ A R, BRI
P B[R S ORGP B B o

Each package shall be marked with the appropriate See the package photo of
188-6) | lithium battery mark, as illustrated in 5.2.1.10; page 6 P
B0 B A P L PR (AR A (A 5.2.1.10 FTar). JLES 6 LRI

Except when batteries are installed in equipment, each
package shall be capable of withstanding a 1.2m drop
test in any orientation without damage to cells or
batteries contained therein, without shifting of the

188-7) contents so as to allow battery (or cell to cell) contact and
without release of contents;

B L 22 R AE A% AN, SN AR TR A AR TT 1A
9 1.2m BeE MR (FE AN 357 3 B i s R B P & AR AR
], FLARSER B ] AN BEAT e, SN AE BRI

Report No./#& %5 % 5 -
SBXNY20210602D01

Except when batteries are installed in or package with ;
: The package weight
equipment, packages shall not exceed 30kg gross mass. A T,
BRI 2R AR A LS B —il e, BRI REE | g 30kg o
30kg. '

188-8)

As used in this special provision “equipment” means apparatus for which the lithium cells and batteries will
provide electrical power for its operation.
ARFRR AR TR B, TR RO b oy IS T IR R 2R E

A single cell battery as defined in Part lll, sub-section 38.3.2.3 of the Manual of Tests and Criteria is considered a
"cell" and shall be transported according to the requirements for "cells" for the purpose of this special provision.

B AIBR T W) 55 =373 55 38.3.2.3 /N5 i 5 SCHR) B0 rL s LML AR AL g FL RS, 242 B AR 1) R xR ) 22
Riz i o
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Photos of the Battery
BB A

Battery (YT26650F, 12.8V, 6400mAh, 81.92Wh)

YT26650F Rechargeable LiFePO: Battery |
12.8V 6400m#h / 81.92Wh
Spard New Energy Co.,Ltd

20210310 4IFpR27/66-2 X
Do not short circuit -
Do not expose battery to heat or fire

L A T R AT A e

i

ww oL 02 OBOOV 0S 09 0Z 08 06 (0|0} OZ OE OF 0S 09 O

1 L A ‘lm‘-‘n'i-\li'\ii T T T
| ] [
0E 0Z 0L ()z06 08 OL 09 0S Ov OF 0Z OL Q|06 08 OL 09 0S O OF 0Z OL

YT26650F Rechargeable LiFePOa4 Battery
12.8V 6400mAh / 81.92Wh (N

Spard New Energy Co.,Ltd %&

20210310 4IFpR27/66-2 K c €
.

Do not short circuit
L Do not expose battery to heat or fire

J
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Photos of the Packages and Markings
HEmAE LR RE T

TRF No.:

IMDG/Li-2018 01

- End of Report -
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Important Note

1. This inspection report is invalid without special inspection seal and cross-page seal of Guangzhou MCM

Certification & Testing Co., Ltd.
AATIAR & TS M AR MBAA PR A F I & s,

2. Nobody is allowed to photocopy or partly photocopy this inspection report without written permission of
Guangzhou MCM Certification & Testing Co., Ltd.
RE WIBARALIEARA R A A 1 =, AMGE s B AR RS

3. This inspection report is invalid without the signatures of Approver, Reviewer and Inspector.
AKTYGAR & T HEN . BN R SRR TR

4. This inspection report is invalid if altered.
S L vk [ SR B e

5. Objection to this inspection report must be submitted to Guangzhou MCM Certification & Testing Co.,

Ltd. within 15 days after the publication of the report.
AR IAR 5 A U S AER 5 R AZ FE A TR ) ARG B AR A =3
6. This report is only responsible for the received samples.
AR AU KA B DT
7. The inspected items in this report are not in the scope of CMA. They do not have impartial function.
AR AR H AE CMA JEIN, AEAAEERIER -
8. As for the inspection results, “N/A” means “Not applicable”, “P” means “Pass” and “F” means “Fail”.

AR R P NA R B, PR, PR,

Inspection Lab:

R U0 AL :
Address:

Hhhtk .
Tel/HiE:

Email/E-F R4 -

Weblé\\ﬂ Ix—",li_ll:

Guangzhou MCM Certification & Testing Co., Ltd.

T PHFBARAG I 3 ARA R 7]

1 F No.13, Zhong San Section, ShiGuang Road, Panyu District, Guangzhou City,
Guangdong Province, China.

MRS X =B 13 S —

0086-20-34777662

mark.miao@mcmtek.com

Http://www.mcmtek.com

TRF No.: IMDG/Li-2018 01 Page 7 of 7 Pages

W


mailto:mark.miao@mcmtek.com
http://www.mcmtek.com

		2021-07-19T09:27:35+0000


		2021-07-19T09:27:41+0000


		2021-07-19T09:27:43+0000


		2021-07-19T09:27:43+0000


		2021-07-19T09:27:43+0000


		2021-07-19T09:27:43+0000


		2021-07-19T09:27:43+0000


		2021-07-19T09:27:43+0000


		2021-07-19T09:27:43+0000




